‘MA._ ZRIAL SAFETY DATA GHEET el
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FOR COATINGS, RESINS AND RELATED MATERIALS

PR P (Approved by U.S. Depanment of Labor’ EssentiallySimllar to Form OSHA 20) ﬁm ?ﬁé é
7 TEOF PREP, 6/14/73 .

Com e SR S s A Section |
MANUFACTURER'S NAME .
The Dexter Corporation - Midland Division ‘
STREET ADDRESS CITY, STATE, AND ZIP CODE A
- Y N .'. h - .- _,,f' " .
31500 Hayman street . L Hayward Callform.a 94544
EMEHGENCYTELEPHONENO . T
' Day. . 415 . 471-7171 . Night 415 828-2753 .
PRODUCT CLASS : MANUFACTURERSCQDEIDENTIFICATIQN . T
, ‘ . o . 7-X-75/10-C~-81

" TRADE NAME
‘ Laminar X-500 Lt, Stbl Téflon : with 10-C-81 Catalyst

- - Section Il — HAZARDOUS INGREDIENTS

INGREDIENT ' - PERCENT ™ .« LEL pa\g\spsouﬂne‘
PPM mg/m? R
_ Cellosolve Acetate 25-35 100 )
Methyl Ethyl Ketone _ less than 10% 200
_Xylene ceoovh . less than 10% 100 A
"Free TDI I rf'.,,, . . 0.52> | 0, 02 Ce RN S e m
~ B T : R Eh - Cu e - - B L
] J IR T B R

Section lil — PHYSICAL DATA

BOILING RANGE 77-1eooc T . VAPORDENSITY [ X' ] HEAVIER, - DLIGHTER.‘THANAIR
EVAPORATION-RATE - D FASTER Dsa.owen THAN ETHER PERCENT VOLATILE _ .- WEIGHTPER , . e e
BY VOLUME S4s GALLON 9,7 :

Section IV — FIRE AND EXPLOSION HAZARD DATA

DOTCATEGORY  Réd Label flammable less than 80P F . giasy POIN:l' ‘Lowest-flashing component g See Sec,

MEK 25°C (TCC) IT
- EXTINGUISHING MEDIA Use National Flre Protect:.on Assoc, (NFPA) Class B extinguishers (COp, dry
chemical or foam) P YO I T S BTl B ab SR eyt

B AT S tEeem s pee T T aena St Teem e A ST epsanan Sl g

UNUSUAL FIRE AND EXPLOSION HAZARDS ~ Keep containers tightly closed, Isolate from heat and potent:.al
source of heat, Closed containers may explode when exposed to extreme heat, Do not apply
.7 hot surface, : . o

SPECIAL FIREFIGHTING PROCEDURES  Water spray may be ineffective. Water may be used to cool closed
containers to prevent pressure build-up and possible auto ignition or explosion when exposed
‘to extreme heat, If water is used fog nozzles are preferrable,

BOE-C6-0201502



wection V — HEALTH HAZARD DAiA

THRESHOLD LIMIT VALUE See Section TI

EFFECTS OF OVEREXPOSURE Inhalation: Anesthetic, Irritation of the respiratory tract or acute
Tl “nervous system depression characterized by headache, dizziness, staggerin
gait, confusion, unconsciousness or coma., Skin or eye contact: primary
irriation,

Fome T B e MRS T A B EEE
EMERGENCY AND FIRSTAID PROCEDU“ES

Fumes: Remove from exposure, Restore breathing, Keep warm and quiet,
Notify a physician,Splash (eyes): Flush immediately with copious quantiti
of running water for at least 15 minutes,Take to a physician for definiti

medical treatmept, Splash (skin)Remove with soap & water,.Remove contaminate

CTOTITIITS .

Te =T Section VI — REACTIVITY DATA

sTABILITY [ ] unstaBLE [ ] STABLE . CONDITIONSTOAVOID  not applicable
INCOMPATABILITY (Materials to avoid) _ ‘ - '

HAZARDOUS DECOMPOSITION PRO
DM ys produce hazardous fumes when heated to decomposition as in welding,
' Fumes may contain carbon monoxide and oxides of nitrogen and others,

HAZARDOUS POLYMERIZATION - [ ] MAvoccur  [_X] WILL NOT OCCUR
CONDITIONS TO AVOID Not applicable

.. Section VIl — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASEDORSPILLED  Remove all sources of ignition (flames, hot surfaces,
and electrical, static, or frictional sparks) Avoid breathing vapors, Ventilate area, Remove
with inert absorbent and non-sparking tools,

WASTE DISPOSAL METHOD Dispose of in accordance with local, state and federal regulatimms, Do
“;incinerate closed containers, '

B Section VIl — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION . )
Face mask or positive air pressure mask,

- VENTILATION ‘Provide general dilution or local exhaust ventilation in volume and pattérn to keep TIN
of most hazardous ingredient in Section IT below acceptable limit, LEL in Section IV below stated
limit, and to remove decompos:.tlon products during welding or flame cutting on surfaces coated

with thls product,
PROTECTIVE GLOVES Recommended, Requlred for prolonged or repeated use,

EYE PROTECTION Safety eye wear designed to protect against splash oxr liquid,
_OTHER PROTECTIVE EQUIPMENT Prevent prolonged skin contact with contaminated clothing,

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONSTOBETAKENIN HANDLING AND STORING Do not store above 120°F, Store large quant:.tles in bu:.ld:mc
designed for storage of NFPA Class TT flammable liquids, : ;

OTHERPRECAUTIONS Do not take internally, Containers should be grounded when pouring, Avoid free
fall of liquid in excess of a few inches, Do not flame -cut, braze or weld w:.thout U, S, Bureau of
|Mines approved respirator or appropriate ventilation, Al datal o . oo
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